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Dia.      Height Above       Height Below      Wall Thickness      Weight 
 6"               36"                     45.5"                     .280"              76 LBS. 
 8"               36"                     45.5"                     .322"              98 LBS. 
10"              36"                     45.5"                     .365"             115 LBS. 

CORPORATE OFFICE: 
37525 Interchange Drive 
Farmington Hills, MI  48335

The 1800BOLLARDS line of Assisted Lift Manual 
Retractable Bollards combines architectural 
aesthetics with a medium level of security to 
provide impressive property protection. 

These steel bollards come 6", 8" or 10" 
diameters.  To dramatically reduce the bollard’s 
weight, an internal pneumatic piston assists 
with rising and lowering it into place. To release 
the bollard either up or down, a key is inserted 
on the top of the bollard to unlock it. There is  
no need for wiring or electricity. 

Assisted Lift Manual Retractable Bollards are 
available in two types of steel: 

• Carbon Steel bollards are powdercoated in 
yellow or black.  

• Stainless Steel bollards are manufactured  
from Type 304 stainless steel or Type 316 for 
harsher environments. The Stainless Steel  
is nicely polished to a #4 finish for longlasting 
durability. 

Two bands of highly reflective red or yellow  
tape increases visibility and safety. 

Solid and attractive protection is offered by  
1800BOLLARDS Assisted Lift Manual 
Retractable Bollards.

Steel Options 
• STAINLESS – #4 Polished Finish  
    Type 304 or Type 316 for harsher environments 

• CARBON – Powder coated  
Yellow 
Black 


